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(57) ABSTRACT

A storage device with wireless router function includes a
main module having a base board, and a network connector. A
USB controller, a memory and a router chip are located on the
base board. One end of'the base board is equipped with a first
connector. The USB controller, the memory and the first
connector are coupled with the router chip. The storage
device performs a data storage function via electrically plug-
ging the first connector to an electronic product and accessing
data in the memory. The network connector is electrically
connected to the router chip of the base board. The network
connector is capable of being further connected to a local area
network via a wire link so as to make the storage device
perform a wireless router function through the router chip
providing a wireless LAN to wirelessly connect the electronic
product with an internet.

11 Claims, 3 Drawing Sheets
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1
STORAGE DEVICE WITH WIRELESS
ROUTER FUNCTION

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a storage device, and more
particularly to a storage device with wireless router function.

2. The Related Art

Atpresent, a storage device, such as a flash drive, is widely
welcomed on account of possessing such merits as easy port-
ability, large capacity and low price. But the storage device is
only adapted for data storage.

With the development of electronic technology, a wireless
router comes on the market. It is commonly connected with
an Ethernet network port via a wire link, and used to wire-
lessly provide access to a computer network or a mobile
phone etc. But the wireless router can only perform the func-
tion of wireless internet.

So, with the fast development of electronic technology, a
storage device with wireless router function is required.

SUMMARY OF THE INVENTION

An object of the present invention is to provide a storage
device with wireless router function. The storage device
includes a main module having a base board, and a network
connector. A USB controller, a memory and a router chip are
located on the base board. One end of the base board is
equipped with a first connector. All of the USB controller, the
memory and the first connector are coupled with the router
chip. The storage device is capable of performing a data
storage function via electrically plugging the first connector
to an external electronic product and accessing data in the
memory. The network connector is electrically connected to
the router chip of the base board of the main module. The
network connector is capable of being further connected to a
local area network via a wire link so as to make the storage
device perform a wireless router function through the router
chip providing a wireless LAN to wirelessly connect the
external electronic product with an internet.

As described above, the main module has the memory
therein so the storage device can perform the data storage
function via accessing data in the memory. Moreover, the
main module further has the router chip therein, and the
network connector capable of being connected to the local
area network via the wire link is electrically connected with
the router chip so that make the storage device capable of
performing the wireless router function.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention will be apparent to those skilled in
the art by reading the following description, with reference to
the attached drawings, in which:

FIG.11s an exploded view of a storage device with wireless
router function according to an embodiment of the present
invention;

FIG. 2 is a block diagram of the storage device with wire-
less router function of FIG. 1;

FIG. 3 is a view showing that a memory card is inserted in
a main module of the storage device of FIG. 1 to make the
storage device perform a data storage function;

FIG. 4 is a view showing that the storage device of FIG. 1
is connected to a local area network via a wire link to perform
a wireless router function; and
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FIG. 5 is another assembly view showing thata cap body of
the storage device of FIG. 1 is capped to the main module.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

Referring to FIG. 1 and FIG. 2, a storage device with
wireless router function according to an embodiment of the
present invention includes a main module 10 and a network
connector 32.

The main module 10 has a shell 11 and a base board 12
mounted in the shell 11. A USB controller 14, a memory 21
and a router chip 15 are located on the base board 12. One end
of the base board 12 is equipped with a first connector 13
projecting out of the shell 11. All ofthe USB controller 14, the
memory 21 and the first connector 13 are coupled with the
router chip 15. The storage device is capable of performing a
data storage function via electrically plugging the first con-
nector 13 to a connecting port 51 of an external electronic
product 50 (such as a computer) shown in FIG. 3 and access-
ing data in the memory 21. The network connector 32 is
electrically connected to the router chip 15 of the base board
12 of the main module 10. The network connector 32 is
capable of being further connected to a local area network via
a wire link 60 so as to make the storage device perform a
wireless router function through the router chip 15 providing
a wireless LAN to wirelessly connect the external electronic
product 50 with an internet, as shown in FIG. 4.

In this embodiment, a Wi-Fi module (not shown) is dis-
posed in the router chip 15 of the main module 10 to provide
the wireless LAN, the network connector 32 is a RJ-45 con-
nector and connected to an Ethernet network port via a RJ-45
wire link, and the memory 21 is a double data rate (DDR)
memory.

Referring to FIGS. 1-3, the base board 12 of the main
module 10 is further equipped with a card connector 17
coupled with the USB controller 14. The card connector 17 is
exposed outside the shell 11 for receiving an external memory
card 40 therein. The external electronic product 50 can access
data in the memory card 40 via the main module 10 when the
storage device performs the data storage function.

Referring to FIG. 1, FIG. 2 and FIG. 4, the storage device
further includes a cap body 30 with the network connector 32
and a second connector 31 therein. The network connector 32
is exposed out of one end of the cap body 30. The other end of
the cap body 30 is concaved inward to form an inserting
chamber 34. The second connector 31 is electrically con-
nected with the network connector 32 and projects into the
inserting chamber 34. The other end of the base board 12 of
the main module 10 is equipped with a third connector 16
coupled with the router chip 15. The second connector 31 is
mated with the third connector 16. In this embodiment, the
third connector 16 and the second connector 31 are a female
micro-USB connector and a male micro-USB connector,
respectively. When one end of the main module 10 with the
third connector 16 is inserted into the inserting chamber 34 to
cap the cap body 30 thereto, the second connector 31 is
electrically inserted into the third connector 16 to electrically
connect the network connector 32 to the router chip 15.

Referring to FIG. 5, the inserting chamber 34 of the cap
body 30 is further matched with the first connector 13 in
diameter. The cap body 30 is capable of being capped to the
first connector 13 via inserting the first connector 13 into the
inserting chamber 34. The inserting chamber 34 is longer than
the part of the first connector 13 projecting out of the shell 11
to make the second connector 31 disconnect with the first
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connector 13 in the inserting chamber 34. In this embodi-
ment, the first connector 13 is a male Type-A USB connector.

Referring to FIG. 1 and FIG. 2, a transformer 33 is further
embedded in the cap body 30 and electrically connected
between the network connector 32 and the second connector
31 for transforming signals.

Referring to FIG. 1 and FIG. 2 again, the main module 10
further includes a battery 18, a power circuit 19 and an elec-
trostatic protection unit 20 disposed on the base board 12. The
power circuit 19 is connected between the battery 18 and the
router chip 15 for regulating and stabilizing power supplied
by the battery 18 for the storage device. The electrostatic
protection unit 20 is connected between the first connector 13
and the power circuit 19 for performing electrostatic protec-
tion function for the storage device.

As described above, the main module 10 has the memory
21 therein so the storage device can perform the data storage
function via accessing data in the memory 21. Moreover, the
main module 10 further has the router chip 15 therein, and the
network connector 32 capable of being connected to the local
area network via the wire link 60 is electrically connected
with the router chip 15 so that make the storage device
capable of performing the wireless router function.

What is claimed is:

1. A storage device with wireless router function, compris-
ing: a main module having a base board, a USB controller, a
memory and a router chip being located on the base board,
one end of the base board being equipped with a first connec-
tor, all of the USB controller, the memory and the first con-
nector being coupled with the router chip, the storage device
being capable of performing a data storage function via elec-
trically plugging the first connector to an external electronic
product and accessing data in the memory; and

a network connector electrically connected to the router

chip of the base board of the main module, the network
connector being capable of being further connected to a
local area network via a wire link so as to make the
storage device perform a wireless router function
through the router chip providing a wireless LAN to
wirelessly connect the external electronic product with
an internet; and

a cap body with the network connector and a second con-

nector therein, the network connector being exposed out
of one end of the cap body, another end of the cap body
being concaved inward to form an inserting chamber, the
second connector being electrically connected with the
network connector and projecting into the inserting
chamber, another end of the base board of the main
module being equipped with a third connector coupled
with the router chip, wherein the second connector is
mated with the third connector, when one end of the
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main module with the third connector is inserted into the
inserting chamber to cap the cap body thereto, the sec-
ond connector is electrically inserted into the third con-
nector to electrically connect the network connector to
the router chip.

2. The storage device as claimed in claim 1, wherein a
Wi-Fi module is disposed in the router chip to provide the
wireless LAN.

3. The storage device as claimed in claim 1, wherein the
network connector is a RJ-45 connector and connected to an
Ethernet network port via a RJ-45 wire link.

4. The storage device as claimed in claim 1, wherein a
transformer is electrically coupled between the network con-
nector and the router chip for transforming signals.

5. The storage device as claimed in claim 1, wherein the
memory is a double data rate memory.

6. The storage device as claimed in claim 1, wherein the
base board of the main module is further equipped with a card
connector coupled with the USB controller, the card connec-
tor is exposed outside the main module for receiving an exter-
nal memory card therein, the external electronic product can
access data in the external memory card via the main module
when the storage device performs the data storage function.

7. The storage device as claimed in claim 1, wherein the
inserting chamber is further matched with the first connector
in diameter, the cap body is capable of being capped to the
first connector via inserting the first connector into the insert-
ing chamber, the inserting chamber is longer than a part of the
first connector exposed outside the main module to make the
second connector disconnect with the first connector in the
inserting chamber.

8. The storage device as claimed in claim 1, wherein the
first, second and third connectors are a male Type-A USB
connector, a male micro-USB connector and a female micro-
USB connector, respectively.

9. The storage device as claimed in claim 1, wherein a
transformer is embedded in the cap body and electrically
connected between the network connector and the second
connector for transforming signals.

10. The storage device as claimed in claim 1, wherein the
main module further includes a battery and a power circuit
disposed on the base board, the power circuit is connected
between the battery and the router chip for regulating and
stabilizing power supplied by the battery for the storage
device.

11. The storage device as claimed in claim 10, wherein the
main module further includes an electrostatic protection unit
disposed on the base board and connected between the first
connector and the power circuit for performing electrostatic
protection function for the storage device.
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